
Image orientat ion Fully Corrected, full telecentric
Optical working distanc e 13" (330mm) fixed on all magnifications
Throat c learance 22.8" (Standard) ; 27.4" (Extended Workstage Option)
Profi le project ion Built-in Long Life LED, variable intensity
Surface ref lec tion Optional: Long Life LED, Direct, "Thru-the-Lens" system

Optional: Tungsten Halogen, 2000W, Direct, "Thru-the-Lens" system
Screen size 30" (762mm) Ground glass with cross-lines

W ork stage Cast iron, hard plated, 30" x 6" (762mm x 150mm) w/ dovetail
W eight capac ity 500lbs/227Kg (Standard) ; 1000lbs/554kg (Extended Workstage Option)
W ork stage travel X = 12" (305mm) motorized horizontal travel with precision joystick

Y =  6" (150mm) motorized vertical travel with precision joystick

Focus = 1.5" (38mm) 
Stage hel ix Helix = 10° via table pivot with 1 min large format side stage vernier
W ork Stage Options Increase of Horizontal travel of 30" x 6" workstage to 16" (or)

Upgrade to 32" x 8.5" workstage with 16" Horiz travel & 10" Vert travel

W ork stage accuracy Within +/- 0.004mm + [(L/20).001]
Linear scale resolut ion Standard: 0.001mm/.000050”, Optional: 0.0005mm/.000020"
Repeatabil i ty +/- 1 Scale count (0.001mm/.00005")
Coated telecentr ic  lenses Optional: 10x, 20x, 31.25x, 50x, 62.5x, 100x Fully Corrected
Lens mount Single lens mount; Optional: 6 position motorized internal turret
Optical accuracy Within +/- .10% profile projection or surface reflection
Power requirements 120V or 240V AC, 50/60 Hz, 15 Amp

W eight Net  4200 lbs (1905 kg) Crated 4700lbs (2131kg)

TECHNICAL SPECIFICATIONS DIMENSIONS

EPIC-30
30” Horizontal Beam Heavy Duty Side Screen Comparator with Fully Corrected Image

The ORIGINAL Jones & Lamson Optical Comparator since 1919
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 30" / 760mm angled side screen for viewing of fully corrected image
 Circular glass screen with cross lines, 60 degree lines,
 Cast iron base and welded plate frame structure for maximum rigidity
 Stationary chart frame with precision rotating internal
  chart ring and chart clips
 Vernier rotary screen protractor with 1 min resolution, fine  adjust
 True telecentric optics eliminate "wall effect" and fuzzy
   edges on turned components
 Relay lens features 13” (330mm) front working distance on all lenses
 Internal single lens mount or optional 6 position lens turret
 Super heavy duty slide stage platform
 High precision hard plated cast iron work stage
   - 500 lb/ 227kg weight capacity
   - 30” x 6” (760mm x 150mm) cast iron work surface with universal dovetail
   - 12" /305mm motorized Servo-Step horizontal travel with precision joystick
   -  6” /150mm motorized Servo-Step vertical travel with precision joystick
   -1.5" /40mm manual fixed coaxial focus travel
 Helix adjustment +/- 10 degrees via table pivot
 Long Life LED profile projection, variable intensity
 Harsh environment package protects internal optical components
 Green filter, hood visor
 2 year warranty, Made in the USA

FEATURES:


